ALGOHOL BASED PAINT MARKER
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INDUSTRIAL GRADE

PAINT MARKER 2

XYLENE FREE LOW CHLORIDES LOW HALOGENS

' WATER RESISTANT - QUICK DRYING PAINT
PERMANENT MARKS ON MOST SURFACES
WITHSTAND ALL WEATHER CONDITIONS

FOR CONSECUTIVE MACHINE PART MARKING
In Door Or Out Door - Will Not Fade In Sun

Machine Shops - Auto Workshops - Professional Welders - Plumbers
- Tool Shops - Marble and Granite Fabricators - many more uses!

STANDARD NIB
2.3 MM BULLET

If You Want The Chisel Nib, You Must Specify
That On The Purchase Order.

Mark or color code parts DRIES FAST

and assemblies
Pump Tip To Apply Paint

Marking Temperature Range
Use at -20F to 130F (-29C to 55C)

SKM INDUSTRIES, INCORPORATED

P.O. Box 278 . Olyphant PA 18447 . USA

PHONE (570) 383-3062 . FAX (570) 383 9482
www.skmproducts.com

PAINT MARKERS BULK ORDER NUMBERS

WHITE RED YELLOW BLACK BLUE GREEN ORANGE
#08706 #08804 #08718 #08709 #08805 #08710 #08719
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